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Abstract. Properly designed validation experiments are necessary to establish a satisfac-
tory level of confidence in simulation algorithms. In this review recent achievements in 
the measurement techniques used for monitoring macroscopic flow field features are pre-
sented. In particular, optical and electro-optical methods, for example thermography, 
tomography or particle image velocimetry, are reviewed and their application to simple 
solidification experiments demonstrated. Computer supported experimentation combined 
with digital data recording and processing allows for the acquisition of a considerable 
amount of information on flow structures. This data can be used to establish experimental 
benchmarks for the validation of numerical models employed in solidification problems. 
Three experimental benchmarks based on water freezing in small containers are proposed 
to model flow configurations typically associated with crystal growth and mould-filling 
processes.  

1 Introduction 

1.1 Why do we need to measure?   

Modern computational fluid dynamics (CFD) began with the arrival of computers in the early 
1950s. The field of computational modelling of flow with heat and mass transfer has subsequently 
matured to the level it has. After half a century this is evidenced of a multitude of commercial 
codes purporting to solve almost every problem imaginable and suggesting the ®poque of expen-
sive and complicated laboratory experimentation to have passed. Some foresights even profess 
construction of universal Navier-Stokes solvers, which implemented in a black box will be used in 
the predictable future almost the same way as pocket calculators now. Although all would wel-
come such a development, the validation of numerical results remains a concern tempering some 
of this optimism (Roache 1997). Typical difficulties in obtaining credible predictions for industrial 
problems lead to the often-encountered dilemma: Do we trust numerical simulations? This ques-
tion seems especially pertinent when modelling solid-liquid phase change problems (see Gobin & 
Le Quere 2000), due to the complexity of the physical phenomena and the difficulties implied by 
the multi-scale nature.  

One of the basic problems encountered by any model attempting to simulate physics involved in 
solidification is the broad diversity of length scales. The basic length scales fundamental to solidi-
fication processes arise from capillary forces, heat conduction, solutal diffusion, and convection. 
Different mechanisms of convection, including forced, natural, and Marangoni convection can all 
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contribute with a different strength. Hydrodynamic interactions with solid intrusions may lead to 
redistribution of species and local agglomeration.  A wealth of flow patterns can result at the inter-
face, e.g. cells, fingers and dendrites, depending on the parameters pertinent to the system. The 
complexity of the physical phenomena and the difficulties implied by its multi-scale nature create 
a plethora of non-dimensional parameters which attempt to merge these different scales into rea-
sonable sets of equations.  

In many cases coarse numerical results, resulting from simplified and idealised models, are ac-
cepted and successfully applied in engineering applications. A broad class of practical problems 
however exists, where knowledge of general flow behaviour alone is not sufficient to obtain a full 
quantitative elucidation of the phenomena. Examples include the distribution of fuel or soot in a 
combustion chamber, the transport of impurities in crystal growth and a considerable number of 
solidification problems, particularly where complex geometries and fluid compositions are con-
cerned. The growing demand for high-quality alloys and semiconductors calls for means to predict 
and control the distribution of impurities and additives in grown crystals. Instabilities at the solid ï 
liquid interface can lead to micro-segregation patterns in the deposition of impurities, which later 
may be detrimental to the material produced. Convective influence on cellular or dendritic growth 
remains an open topic for research. The interface grows in zones of instability; repeated branching 
results in a highly convoluted shape and topological changes may result. The behaviour of the 
intricate interface is very sensitive to boundary conditions applied to the interface and the flow 
field in its vicinity.   

Strong nonlinearity of the governing equations combined with a moving boundary make a priori 
prediction of the consequences of inaccuracy or simplifications used in the numerical model al-
most impossible. The mechanism by which nonlinear phenomena induce reorganization of the 
flow patterns in unstable systems cannot be elucidated by small perturbation analyses. General 
methods to describe the above-mentioned phenomena in their highly nonlinear states are inevitably 
required. These regimes are obviously the most appealing to laboratory and computational ex-
periments. Most industrial problems unfortunately involve configurations and substances, which 
are very difficult to investigate experimentally. Metals and metal alloys are opaque, their melting 
temperature is extremely high and their physical properties are not known precisely enough (Vis-
kanta 1988, Incropera 1997). Hence, collected data is usually insufficiently accurate to provide a 
definitive answer on code reliability. One solution is to use so called analog fluids. These are 
transparent and have a low melting point. Such materials are most commonly aqueous solutions of 
salts, which crystallize with a dendritic morphology. Some organic liquids also lend themselves 
favourable to this purpose  

It is evident that improvement in accuracy of both theoretical and numerical models and their 
validation using experimental data are imperative to solve such problems. Besides this very impor-
tant task, there is still place for the classical laboratory experiment, enabling the discovery of new 
flow features based on real life observations. Solving complicated problems is easier when ex-
perimental feedback is present. For example, the simplification of thermal boundary conditions at 
apparently passive sidewalls was responsible for difficulties in numerical modelling of the flow 
structure in relatively simple cases of natural convection analysed in our laboratory. Only the use 
of both experimental and numerical methods allowed the fine structures of the thermal flow to be 
comprehensively understood. Difficulties in predicting changes in the flow pattern were triggered 
by a minor modification of the thermal conditions at traditionally idealised Ăpassiveò side walls. It 
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is impractical and usually impossible to include all possible factors when modelling the environ-
ment numerically. Properly planned experimental benchmarks alert one to the sensitivity of the 
flow to such conditions, which would otherwise be hard to predict. A brief review of experimental 
techniques for the study of heat and mass transfer flow problems is given with this objective in 
view in this work.  

Velocity and temperature are the primary fields, which characterize a thermally driven flow. 
Point measurements were the preferred method to validate numerical codes in the past, however 
despite their high accuracy (e.g. Laser Doppler Anemometry), the limited number of simultane-
ously acquired values makes their use potentially questionable for the purpose of validation. It is 
therefore the authorôs opinion that 2-D or 3-D flow field acquisition methods are the only means, 
especially in the case of transient phenomena. One of this authorôs favourite 2D methods to deter-
mine both the temperature and velocity fields is based on a computational analysis of the colour 
and displacement of liquid crystal tracers. It combines Particle Image Thermometry (PIT) and 
Particle Image Velocimetry (PIV). Complete 2-D temperature and velocity fields were determined 
from two successive colour images taken at a selected cross-section through the flow. The 3-D 
flow structure can be reconstructed from a only few sequential measurements if the flow relaxation 
time is sufficiently long. In some cases even apparently good agreement of the measured and cal-
culated fields does not guarantee their equivalence. Residual discrepancies may result in what are 
ultimately very different flow patterns and detection of these differences is a non-trivial task. 
Three-dimensional tracking of tracer particles suspended in the flow medium has been found to be 
particularly useful to this end. This is due to the strong sensitivity of the particle position to minis-
cule forces or numerical inaccuracy. It could be demonstrated that observed and simulated 
trajectories are often far from being in acceptable agreement, even for well known standard prob-
lems. In several cases simpler, 2-D particle tracking was found to be useful in demonstrating the 
basic differences between the observed and calculated flow patterns.  

More generally speaking, we would also like to recover a complete, transient description of the 
analysed phenomena from the experiment. Only a very small fraction of the necessary data can, in 
reality, be extracted from the experiments to be compared with the numerical simulation. Quite 
often measurement of one of the parameters by a specific experimental method excludes simulta-
neous use of another method. Hence, planning the experiment must be proceeded by an 
appropriate decision on the significance of collected data for a specific problem as well as a care-
ful selection of the parameters to be monitored. One also has to remember the importance of an 
accurate description of initial and boundary conditions. Without this knowledge even the best 
numerical code can lead to an incorrect solution. Even a small deviation from the physical state 
ultimately causes the code to arrive at a different solution due to the non-linearity of the governing 
equations. Flow sensitivity to thermal boundary conditions defined at ñpassive wallsò, observed 
for simple convective flow was already mentioned. Problems with initial conditions are even more 
serious. Starting with an incorrect initial flow configuration (e.g. an incorrect initial temperature, 
velocity or concentration field) can ultimately result in differences in its behaviour, leading to 
different solutions. The usual practice of starting simulations from ñrestò does not solve the prob-
lem. In the physical experiment there is always some uncontrollable motion and non-uniformity in 
the temperature, and concentration fields. Since these conditions are unpredictable, they cannot be 
used as initial conditions in the simulation. One option to minimize uncertainty is to force some 
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initial flow pattern and use it as an initial condition for the numerical and experimental runs. Such 
a method was implemented in our laboratory when resolving transient solidification problems.  

The sources of the discrepancies between observed and numerical flow structures are plentiful. 
One of them is the three-dimensionality of the flow that complicates numerical modelling. Ther-
mal boundary conditions (TBC) assumed at non-isothermal walls are in practice neither perfectly 
adiabatic, nor perfectly heat conducting, as is usually assumed in numerical models. The prevalent 
Boussinesq approximation for the physical determination of the fluid flow is not strictly valid for 
real fluids. In particular, viscosity dependence on temperature may generate severe discrepancies 
between expected and observed flow patterns in most liquids. In the work that follows we attempt 
to understand and explain the discrepancies between measured and calculated convective flow 
patterns in three instances of natural convection viz. a differentially heated cavity, a lid-cooled 
cavity and natural convection with a phase change (freezing of water). Finally, three simple con-
figurations for the validation of numerical codes are proposed. 

1.2 What do we need to measure? 

Phase boundary. An accurate measurement of the shape and position of the phase front is of 
primary interest in solidification problems. Images of the solid/liquid interface are necessary for 
this purpose. This is an apparently simple task for transparent fluids, however detection of the 
interface for opaque substances needs application of specialized, and usually expensive tools. 
Measurements are usually of the form of digital images. Semi-automatic detection of the interface 
and the analysis thereof for comparison with numerical results can be significantly improved by 
use of image processing software. Image processing procedures considered basic here are smooth-
ing, edge detection and the fitting of orthogonal functions to points at the interface. 

Temperature. The description of transient temperature fields within the fluid, solidus and enclo-
sure is the next most sought after goal of experimental modelling. Unfortunately, performing 
accurate temperature measurements is not an easy task. Point measurements (most common) usu-
ally give misleading information that can be. Differences, if present, erroneously can be 
interpreted as small changes of the flow structure close to the measuring point when compared 
with the numerical results. For the same reason agreement between numerical and experimental 
results can often be only superficial. Full field measurements, although not as accurate, may offer 
greater confidence. 

Velocity. The fluid velocity field is important with regard to understanding both mould filling, as 
well as the complicated mass and heat transfer processes operative during solidification. Non-
intrusive velocity measurements are non-trivial and measuring the velocity of a liquid metal flow is 
extremely challenging. Very few non-optical means are known for this purpose and even optical 
measurements are severely restricted. The full velocity field is still more challenging. The velocity 
vector has three spatial components and collecting complete three-dimensional information is both 
expensive and difficult. It is as a consequence of this that the flow field is usually reconstructed 
from two-dimensional cross-sections. Such methods, however much welcomed by those involved 
in numerical simulations, may lead to erroneous conclusions.  
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 Solutal convection is driven by species concentration gradients, yet another vari-
able difficult to quantify experimentally. Serious discrepancies relating to the physical modelling 
of diffusion, the depletion of solutal by the solidus and the segregation of components in binary 
systems dog many numerical simulations. Some integral measurements of component concentra-
tion can be done using optical or electrical methods; however, the accuracy of such measurements 
is poor.  

 Although it is not the intention of this paper to dwell on problems relating to 
the measurement of material properties, it is nonetheless worth noting that one of the difficulties in 
modelling industrial problems is the uncertainty in material properties. A ñ ò is 
evident when comparing many published test cases in which material properties may differ from 
one another by an order of magnitude. Difficulties in getting data under extreme conditions of high 
temperature or pressure are often characteristic of many industrial problems. Hence, depending on 
the method used, collected data may differ substantially. One hopes to get more accurate meas-
urements when using well known and documented  fluids.  

In the pages to follow we describe a selection of experimental methods that can be useful for ana-
lysing thermally driven flow undergoing phase changes. Most of the described methods belong to 
the broad class of  ñ ò experimental methods, often precise and well defined, however, 
difficult to apply outside of the laboratory environment.  Some of these methods are classical, well 
known standards. Some of them are rather , and it is hoped that advancements in technology 
will make them more practical.  Most of the full field measurements involve some kind of imaging 
procedure. Using optical methods, images of the flow are directly acquired. Non-optical methods 
such as ultrasound, X-ray, NMR, IR thermography, or tomography, convert acquired information 
to easily interpreted images. The images are stored as two or three-dimensional arrays in the com-
puter memory and describe spatial or volumetric variation of a measured parameter. Using this 
format for the measured data it is easy to perform any basic image processing operation (see Bovik 
2000, Jªhne 1997). It can be used to smooth, to enhance or to extract details of the measured pa-
rameter. In the experimental methods presently to be described several image-processing 
operations are used to enhance information archived in the ñimagesò of measured flow features.  

 Thermocouples and resistance temperature detectors (RTDs) are 
the traditional electric output devices used for measuring temperature, however, a number of semi-
conductor devices have recently been finding application at moderate temperatures (see Emrich 
1981). Thermocouples are small sensors making use of the Seebeck effect, voltage existing at the 
junction of two different metals. The junction of two wires can be made extremely small and the 
resulting response time and spatial resolution of the thermocouple probe is therefore very good. 
Probes with a response time of several kHz and fractions of millimetre in size are commercially 
available. Very low voltage generated by thermocouples makes accurate measurement difficult, 
especially for low temperatures. Resistance thermometers (using Platinum wire with well-known 
properties) are more accurate and measuring a variation in temperature of the order of 0.001oC is 
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possible. One drawback of the resistance thermometers is they relatively large size (1 mm or more) 
and the response time of the probe is therefore in the order of seconds. Point measurements of 
temperature are very common in industrial experiments where the application of more sophisti-
cated methods is inhibited. The intrusive nature of the methods make point probes more useful in 
determining wall temperature and in the calibration of other methods, than in directly estimating 
the flow temperature field in laboratory experiments. 
 Very recently, ultrasound waves propagating in the fluid have been used to map the temperature 
field. One approach is based on the scattering of ultrasound from impurities in the fluid (Sielschott 
1997). Another promising non-intrusive method, based on the variation of the speed of sound, has 
been proposed by Xu et al. (2002).  The method can be used for opaque fluids, hence its applica-
tion in industrial problems has revolutionary potential.     

Velocity measurements. Only a few of the numerous techniques for measuring flow velocity are 
considered suitable for solidification problems in laboratory models. Some of these methods can 
be used directly or easily adopted for the bulk flow, while other more restrictive methods are use-
ful for controlling external inflow.  Monitoring flow velocity during industrial solidification is 
much more difficult.  

Hotwire anemometry: Hot-wire and hot-film anemometry is a well-established velocity measur-
ing method for fluids. It is based on the convective heat transfer from a small diameter heated 
wire, a function of the fluid velocity (see Goldstein 1983). In a hot-wire anemometer, the heat 
transfer assumed is that of a cooling cylinder perpendicular to the flow direction. Precise and fast 
measurement of the local fluid velocity is obtained by measuring the electrical power necessary to 
keep the temperature of the wire constant. A typical hot-wire probe has a 2-3 millimetres support 
with a short tungsten wire or film spanned between two metal electrodes. The dimension of the 
sensing wire can be as small as 1mm in length and several micrometers in diameter. It permits a 
frequency response as high as 100kHz. With additional wires (three-wire probe) it is possible to 
measure all three components of the local velocity field. Its relative simplicity and quick response 
make hot-wire anemometry one of the standard tools for studying turbulent flow. It is possible to 
achieve very accurate measurements of the local fluid velocity (relative error less than 1%). The 
main drawback of the method is sensitivity to impurities, which easily damage the very thin sens-
ing wire. Hot-film anemometers, based on the same principle, are somewhat more robust. An 
insulating ceramic substrate is coated with a thin layer of metal (of the order of 5 micrometers). 
The sensing element is much larger in size but much more durable than that of hot-wire anemome-
ter and it may be used in liquids. 

Several instances in which hot-film anemometry has been used for investigating the thermally 
driven flow of liquids have been highly successful. With a modified probe it is even possible to 
obtain reasonable data close to the phase change front during solidification. The probe itself, how-
ever, creates serious perturbation of the investigated velocity field, as well as disturbing the local 
temperature field. It is less sensitive and accurate for low velocity flows. Its use for solidification 
experiments should therefore be limited to controlling global variables (e.g. inlet velocity) or to 
calibrate other measuring tools. 

Laser Doppler Anemometry: The laser Doppler anemometer, also called a laser Doppler ve-
locimeter (LDV), is a highly advanced non-intrusive method for measurements of fluid velocity. It 
is rather sophisticated and expensive, nonetheless, widely used in fluid mechanics research, includ-
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ing turbulence measurements (Rinkevichius 1998). The method makes use of the well-known 
principle formulated by Christian Doppler, exploiting the fact that the motion of a radiating source 
relative to a detector results in a shift in frequency proportional to their relative velocity. The 
Doppler method of measuring local flow velocities is based on detecting the frequency shift of 
laser radiation scattered by particles moving within the flow.  Since direct measurement of scat-
tered radiation frequency in an optical range is often challenging, the method is adapted to 
measure instead, the frequency difference between the laser and scattered radiation. In particular, 
differential schemes with two crossing laser beams directed at a moving particle are widely used. 
The scattered radiation is recorded by a photodetector in some arbitrary position. The crossing 
point of the beams defines a measuring volume, typically 10-3mm3, thought this can be decreased 
by as much as three orders of magnitude. By applying additional phase shift it is possible to meas-
ure velocities from several mm/s to high speed hypersonic flows. With two and three laser beams 
having different wavelengths the method can easily be extended to create a two or three compo-
nent velocimeter. The laser Doppler anemometer is routinely used for detailed resolution of 
velocity fields. It is a non-intrusive and accurate method, well suited to a point diagnostic of the 
flow. There are, however, several drawbacks to the method: 

- the method does not measure actual fluid velocity but the velocity of particles dispersed in the 
flow. Pure liquids therefore require some kind of seeding   

- the method is sensitive to variation in refractive index and the optical properties of the light 
scattering particles. For complex fluids (mixtures and dispersions) variation of the composition 
and presence of a dispersed phase may produce a modulation of the detected frequency shift; the 
same effect is produced by local temperature variations.  

Very careful analysis of the measured data is therefore necessary, especially for low velocity 
convective flow. The response time of the method is relatively short, however its sensitivity to 
optical variations of the analysed area makes it difficult to change location of the flow analysis 
quickly. Hence, a more detailed diagnosis of the flow field is practical only for steady state condi-
tions. The method is expensive, especially for two or three component systems. Using the 
equipment requires a fair degree of operational competence and needs good optical access to the 
flow interior. In conclusion, LDA is an excellent and advanced method for non-intrusive flow 
diagnosis, however, its application in routine measurements of thermal convective flow with phase 
change is impaired tedious and possible only in limited instances.   

Ultrasound anemometry: Ultrasonic devices use the same principle of Doppler effect to meas-
ure local flow velocity. A high-frequency acoustic pulse is directed at the flow interior, where it is 
reflected by particles or other acoustic discontinuities. Either the same device or a separate re-
ceiver receives the back-scattered acoustic wave. The distance travelled by the wave is simply 
related to the time for the pulse to travel from the transmitter to the receiver and to the speed of 
sound for the medium in question. By measuring the time taken for the echo to return, the source 
of the reflection signal can be localized. The Doppler frequency shift of the reflected signal carries 
information about flow velocity (see Takeda 1999). By repetition of the ultrasound pulses with 
continuously shifting time delay, a velocity profile along the beam direction is measured. For 
liquids, the transmitted carrier frequency may lie anywhere in the range of 0.5MHz to 10MHz, 
offering spatial resolution of 0.1 to 1mm and a velocity field measured with an error less than 5%.  
The pulsed Doppler ultrasonic velocity meters are commercially available as devices used to 
monitor flow of blood in arteries. Ultrasound Doppler anemometry, like LDA, is non-intrusive 
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method for measuring local fluid velocity; moreover it can automatically scan the flow along the 
direction of wave propagation. The method is consequently described as a ñline-wiseò method, 
and this description is particularly succinct in instances where the flow velocities are slow enough 
to neglect scanning time (typically about 1ms).  The method does not require optical transparency 
of the flow medium and can therefore be used for opaque liquids. The method is, however, im-
paired by the acoustic properties of the walls and medium to be investigated. Uncertainties present 
due to the variation of the speed of sound with temperature and composition have to be accounted 
for to obtain accurate velocity data. At low flow velocities additional errors can be generated by 
dynamic interaction of acoustic waves with flow medium (particles), an effect usually called 
acoustic streaming. Ultrasound anemometry, nevertheless, seems to be an interesting alternative 
for penetrating solidifying flow fields of non-transparent media, e.g. metals.  It is difficult to seed a 
molten metal, however it appears that acoustic waves may also interact with small heterogeneities 
in the fluid. Back-scattered ultrasound waves are used to determine both the scattering position 
and frequency shift. Successful tests have been performed using mercury, and more recently, liq-
uid gallium (Brito et al. 2001). Preliminary tests with liquid sodium have also been preformed.  
The experimental apparatus used by Brito et al. consists of a cylinder filled with liquid gallium, on 
the top of which is spinning disk. Particles 50mm in diameter were used to seed the flow. An ultra-
sonic Doppler velocimeter with 8mm diameter transducer was used to measure the velocity profile 
of the fluid along the beam at various locations in the cylinder.  The spatial resolution was about 
6mm and the measured velocity had a standard deviation of 5-10%.  

Concentration measurements. Solutal convection is very important to the acquisition of any 
observational data on variability in concentration. Point methods are usually simpler to use and 
some of these are discussed below.  

Capacitance methods: The electric capacitance method for measuring components concentra-
tion is based on the principle that the dielectric constant of the fluid flowing between two external 
electrodes, depends on the concentration (Plaskowski et al 1994). This method of concentration 
measurement has attracted great interest because of its non-intrusive character and the simple 
interpretation. Accurate measurement of weak electrical signals produced at the sensor electrodes 
is, however, a non-trivial task. To achieve acceptable sensitivity to detect a phase boundary, the 
electrodes must have a surface of several square millimetres. Using several electrodes and sequen-
tially measuring the potential between different pairs it is possible to collect data for tomographic 
reconstruction of the volumetric variation in concentration. Such a method was successfully ap-
plied for detecting phase boundaries, however its spatial resolution is still very low, about 5-10% 
of the characteristic distance between the electrodes.  

Optical probes: The angle and intensity of reflected light depends on the change in refractive 
index of a medium. An optical probe consists of an optical fibre and photo-sensor. It measures the 
intensity of reflected light at an end, while immersed in a liquid. Optical probes are relatively 
accurate and useful devices for point sampling of a transparent fluid. They measure changes in 
refractive indices and can be used to determine local concentration in aqueous solutions of salts. If 
the temperature of the fluid changes, however, independent temperature measurement is necessary 
to correct additional change in refractive index. Some probes come ready equipped with a thermo-
couple for the simultaneous temperature measurement. The size of the probe may be as small as 
fractions of millimetre. Concentration changes in a flow are usually continuous and relatively 
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slow; hence response time is not an issue. The main drawback of this method is its optical basis; 
hence it can be applied only for transparent or semi-transparent liquids.  

It is possible to ascertain temperature and concentration of dis-
solved phases by measuring electrical resistance between two electrodes, immersed in the test 
liquid. For solidifying liquids separate temperature information enables accurate determination of 
species concentrations. An accuracy of the method depends on both the size of the electrodes and 
the distance between them. The electrodes can be very small, of the order of millimetres or less. 
Conductivity of the liquid must be low in order to apply the method. It is therefore useful for 
aqueous solutions only, and not metals.  The method can be extended to tomographic measure-
ments if several electrodes are utilized. An example that employs such a system will be described 
in the section to follow.  

 These optical density measurement techniques 
are based on variations in the refractive index (see Mayinger & Feldmann 2001) and are very 
popular in aerodynamics. They have been used due to their simplicity and rapid response for many 
years in heat and mass transfer measurements. The sensitivity of the three optical methods are very 
different, the most sensitive being interferometry. This method is well suited to quantitative meas-
urements. Hence, its use is more suited to the study of small density gradients; however, the well-
tuned optics is necessary to avoid effects produced by windows and the external environment. The 
Schlieren and shadowgraph methods are more robust and less sensitive. It is important to note the 
following limitations of these techniques: 

- they are essentially integral methods. They integrate the quantity measured over a length of the 
light beam. The information collected is a two-dimensional projection of the volumetric changes in 
the investigated area. These techniques cannot therefore resolve three-dimensional structures 
without additional information.  

- they are sensitive to variation in the refractive index. Such changes are usually due to variable 
temperature and concentration. If both parameters change simultaneously, and this is certainly in 
the solidifying mixtures, an independent technique must be used to resolve the resulting ambiguity. 
Point or full field measurements of temperature/concentration are necessary, in addition, to evalu-
ate concentration or temperature profiles. 

The measuring technique of the Schlieren and shadowgraph technique is based on the deflection 
of a collimated light beam passing through a transparent medium with a variable refractive index. 
The shadowgraph is used to indicate the variation of the second derivative of the refractive index 
(normal to the light beam), which is responsible for deflecting part of the beam out of the plane of 
observation. The Schlieren uses optical focusing as the basis for a method strongly sensitive to rate 
of change in the gradient of the refractive index.  A light source located at a focal point of a lens or 
concave mirror produces a parallel beam of light passing through the transparent medium under 
investigation. A second lens or mirror collects transmitted light and projects it onto the plane of 
observation. A diaphragm is located at the focal point of the second lens. The parallel light beam 
is focused on a small point at the opening of the diaphragm. Any variation of the refractive index 
in the media deflects light and is consequently screened by the edges of the diaphragm. Regions of 
light deflection show up darker at the plane of observation. Several different configurations for the 
Schlieren system exist. The optical arrangement in which a single mirror, double-pass system is 
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used, improves sensitivity of the method (Lehner et al 1999). Use of only one mirror is also an 
important cost saving factor, especially if illuminating large areas.  In the classical Schlieren sys-
tem a sharp plane (called a knife), which cuts only half of the beam, is used instead of a 
diaphragm. It allows for the detection of both orientation and direction of beam deflection. Hence, 
both the direction and orientation of the refractive index changes can be deduced from the inten-
sity of the observed image. The human eye is not a good detector of light intensity; it is better at 
colour detection and variation of the Schlieren method, called colour Schlieren, has consequently 
been developed. It replaces the Schlieren edge with a set of transparent colour filters. The direc-
tion and magnitude of light deflection can be coded at the observation plane as a variation of 
colours by arranging a set of colour filters.  

Interferometry is the preferred method in quantitative studies. Unlike the Schlieren and shadow-
graph methods, an interferometer is not dependent on the deflection of a light beam (see Lehner et 
al 1999). To the contrary, any deflections of the beam in interferometry are undesirable, as they 
introduce errors. The underlying principle on which the method is based is the interaction of two 
light waves. One of two parallel beams is passed through the investigated volume of interest and 
the other is used as a reference beam. The phase shift induced by the variation of the refractive 
index in the first beam produces a variation in intensity in the region of their recombination. A 
camera, located behind the medium of interest, records the pattern of fringes of maximum and 
minimum intensity. The fringe pattern is directly related to the phase change, hence to the refrac-
tive index and consequently, density variation. By analysing the shape, density and the number of 
fringes produced by the interfering beams precise quantitative information on the variation in 
refractive index can be obtained (Van Buren & Viskanta1980). A very narrow spectral width and 
coherence in the light source are crucial to interferometry. A laser light source is preferable, how-
ever, good results have also been reported using light emitting diodes (LEDs). 

Infrared (IR) thermography is a two-dimensional, non-invasive tech-
nique for surface temperature measurement. IR thermography measures the long wave (thermal) 
radiation emitted by surfaces.  radiation increases with the fourth power of temperature 
and can be evaluated from a simple formula, the Stefan-Boltzmann law. General thermal radiation 
of the surroundings cannot be neglected and, in practice, the net measured radiation is given as a 
difference between the emitted and ambient radiation. Usually investigated surfaces have unknown 
emissivity, the extent to which a real body (surface) radiates energy compared to an ideal 

. Emissivity varies between 0 and 1 and must be known in order for the method to be applied. 
It makes quantitative measurements more difficult.  

The modern infrared camera detects radiated electromagnetic energy in the infrared spectral 
range and converts it to an electronic video signal. This signal corresponds to a temperature map, 
which can be displayed or saved in the same way as an optical image. A properly calibrated infra-
red system allows for resolving temperature differences smaller than 0.1K in a response time of 
the order of 10-1 - 10-2

Infrared thermography, like any other optical method, requires transparency of the medium in 
order to be applied. Most standard materials and fluids are, however, opaque to infrared radiation. 
In such instances it is possible to investigate external thermal conditions, such as external wall or 
free surface temperature, only. It remains, nonetheless, a unique method for non-intrusive, full 
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field temperature measurement, useful in the control of thermal boundary conditions and in esti-
mating heat fluxes (Carlomagno 1993). Prerequisites to temperature measurement by IR 
thermography are an accurate characterisation of the IR imaging systemôs performance, calibration 
of the IR camera, use of additional external optics to improve spatial resolution, determination of 
surface emissivity, identification of measured points and design of an optical access window com-
posed of an appropriate material. Additional image processing techniques may be used to improve 
measurement accuracy. 

Digital Holography. Holography is a natural extension of plane interferometry. Unlike classical 
interferometry, holography can store and reconstruct three-dimensional information. In the holo-
graphic interferometer, a reference and test light beam recombine on a camera plane to create a 
diffraction pattern. The test beam is created by a point source (pinhole) and it forms a spherical 
wave propagating through the volume under investigation. If both waves are coherent they form a 
very complex interference pattern when observed on the camera plane. The pattern usually consist 
of 1000 to 5000 fringes per millimetre, and recording therefore requires high resolution imaging 
systems, usually reliant on high quality photographic plates. The amplitude of the waves is stored 
as intensity variation. If the recorded plate is subsequently illuminated with coherent light source, 
the macroscopic pattern acts as a diffraction grating with variable constant. Observing the dif-
fracted pattern from different directions facilitates the visualization of all optical details in the 
original medium. The main drawback of classical holography arises from problems in the digital 
recording of holograms. The spatial resolution of existing CCD cameras is still too low for quanti-
tative holography. High-resolution films must therefore be used to obtain a sufficiently dense 
hologram, which can be used afterwards for quantitative measurements. The procedure is tedious, 
has limited potential for digital post-processing and is difficult to use for online flow analysis. 
  Digital holography is based on the same principle as holographic interferometry, the difference 
being that speckle images (a random interference pattern created by light scattered by a rough 
surface) are used. In holographic interferometry two object waves are recorded on a photographic 
plate and their interference pattern, called a hologram, is used. In digital holography the photo-
graphic plate is replaced by a video camera. The camera records the interference between an 
object wave and a reference wave as a specklegram, the relative angle being kept as small as pos-
sible so as to accommodate the low spatial resolution of the CCD sensors. The specklegram is a 
field of speckles whose size and intensity appears to vary randomly, however, the characteristics 
of the specklegram represent the characteristics of the object beam (see Fomin 1998). In digital 
speckle phase interferometry (DSPI), two specklegrams corresponding to two object waves are 
recorded separately in different frames on a CCD camera. An image processor can automatically 
calculate the difference between two frames during the acquisition of images. Combining two 
specklegrams gives rise to a speckle interferogram, the brightest fringes corresponding to the same 
phase shift (very much like in holographic interferometry). The most straightforward techniques 
for automatically measuring the phase shift from an interferogram are based on image intensity, 
i.e. on detecting fringe maxima and minima. Using these techniques for low-resolution CCD im-
ages produces sizable inaccuracies. One alternative is to change the phase during acquisition and 
collect a sequence of images. Such temporal phase shifting techniques can be done with a simple 
piezo driver mounted on the mirror. In this case, a known phase change is superimposed on the 
deformation phase between the two object waves. A different interferogram will be obtained for 
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each phase change. A deformation phase is now obtained for each CCD pixel by a simple equation
involving the pixel intensity in several interferograms. A minimum of three interferograms is 
needed, however, four to five are usually used.  The main advantage of these phase shifting tech-
niques is that the processing is very simple and the precision is at least an order of magnitude
better than that of the intensity based techniques. Fringe numbering is, furthermore, not a problem
even in the most complicated interferograms.  The possibility of correlating subsequent interfero-
grams and calculating the relative phase shift due to fluid motion also exists. Such techniques
allow for complete field measurement of the velocity field in the selected plane of flow (Andres et
al. 1999) and are similar to particle image velocimetry.

Figure 1. The DSPI arrangement used to investigate natural convection of water filled cylindrical cavity
with cooled lid. A laser beam is split into a reference and illuminating beam. A piezo driver is used for
the phase shift (Soeller 1994).

Attenuation methods. Light attenuation can be used to measure changes in the optical properties
of a liquid. The principle on which this technique is based is the well-known exponential intensity
attenuation law, which combines the absorption coefficient with properties of the subject medium.
If all absorption parameters are known or the possibility for an accurate calibration procedure
exists, the attenuation method allows the possibility of obtaining quantitative measurements of
species concentration, during the solidification process. Optical changes arise due to natural dif-
ferences in light absorption of binary mixtures or solutions. Dye is often added to one component
to observe the convective flow associated with the solidification or melting. The pH indicator
technique is very useful for introducing dye without disturbing a flow (McDonough & Faghri
1994). The technique involves a dilute solution of thymol blue and two electrodes located close to
the region of interest. Applying voltage across the electrodes turns fluid in the vicinity of the posi-
tive electrode dark blue. The coloured fluid  follows the flow perfectly as no difference in density
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exists. The spatial distribution of the dye along a complex interface boundary may require the use 
of several light sources and cameras (Ibrahim et al. 2000).  

For opaque liquids attenuation of short-wavelength radiation such as g or X-ray absorption tech-
niques are used. In these methods the attenuation coefficient is dependent on the third power of the 
atomic number. They are used to resolve the concentration field or even the motion of tracers in 
opaque solids and liquids. These methods have the advantage of being able to analyse in situ in-
dustrial solidification products. The attenuation method gives integral values across a projected 
volume in a manner similar to optical shadowgraphy. Single beam systems have a typical accuracy 
of 5-10% in measuring absorption values. Accurate determination of the concentration profile 
depends on the absorption properties of the investigated media and the calibration procedure.   

Only the phase front is detectable in most practical applications of a single beam method. A 
more detailed evaluation of the concentration field requires many projections and tomographic 
reconstruction must be used to obtain a volumetric description of the absorption coefficient. Multi-
beam systems are, however, complicated and expensive. Hence, their use for detailed laboratory 
analysis is very rare. Good results have been reported using attenuation methods with a collimated 
beam of neutrons on metals (Mishima & Hibiki 1996). Thermal neutrons can easily penetrate most 
metals, however they are strongly attenuated by such materials like hydrogen, water, boron, gado-
linium, and cadmium. Kim and Prescott (1996) used of different capture cross-sections for 
neutrons to measure macro-segregation associated with solidification of a gallium-indium alloy.  

Nuclear resonance and electro-magnetic tomography.  Nuclear magnetic resonance can be 
used to detect liquid composition as well as the velocity within a volume. The spin-state magnetic 
resonance is created using a combination of a radio frequency and a permanent magnet field. The 
radio-frequency field is time gated and the delay time for a change in spin is used to measure both 
velocity and concentration. It is also possible to follow tracers immersed in a liquid with this 
method, obtaining images similar to those obtained using optical tomography. NMR devices are 
commercially available for medical purposes and are exorbitantly expensive. It is therefore likely 
that many advantages of this very attractive method remain as yet undiscovered to the science of 
fluid mechanics.  

Novel developments in tomography offer an electro-magnetic flow measuring method, a promis-
ing new technique applicable to molten metals.  The method is based on the analysis of eddy-
currents induced by low frequency magnetic fields within the metallic melt (Pham et al. 1999). 
The induced current depends on the conductivity distribution. The eddy currents produce a scat-
tered electro-magnetic field, which can be measured in the region exterior to the flow. The eddy 
currents are reasonably sensitive to continuous and discontinuous changes in the metal. They can 
be used to detect solidification front, mushy zone, and strong temperature or composition gradi-
ents. The technique is very advantageous for large-scale industrial problems, where generated 
eddy currents are strong enough for accurate measurements.  

Resistance tomography. Electrical impedance tomography has become a promising method for 
the laboratory measurement of thermosolutal convection in recent years. The method is based on 
the measurement of current flowing between a working electrode and a reference electrode. Chem-
ists often use the technique to measure the concentration of substances in solution. Analysis is 
complicated by effects such as chemical reactions at the electrodes, adsorption of reactants, elec-
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tro-deposition and erosion of the electrode. The application of an alternating potential of
appropriate frequency to the working electrode and the use of chemically inert electrodes is essen-
tial to all conductivity techniques. The method can be extended to volumetric measurements of the
impedance distribution (concentration) within the solution. A multi-electrode system with alterna-
tive pairs of electrodes allows for the complete tomographic reconstruction of the conductivity
field, hence, the concentration field is in this way resolved. Figure 2 shows the wiring in a 38mm
Plexiglas cube used for studying the concentration of salt during the freezing process in a differen-
tially heated cavity.

 (a) The cavity used for concentration measurements. Two sets of 49 electrodes (7 rows x 7
columns) have been mounted on two opposite Plexiglas sidewalls of the cavity. Freezing of a salt water
solution was investigated in the differentially heated cavity (Rucki et al. 2002). Ice created on the cold
wall decreases electric conductivity of the investigated media. (b) The reconstructed resistance field for a
salt water solution freezing from the left wall.

Tracer methods are the most basic of all full field measurement techniques in fluid mechanics.
Tracer methods are usually considered to be non-intrusive, however, it should be remembered that
the principle involves the presence of seeding assumed neutral in the investigated fluid. Early
visualization experiments based on the formation of a light sheet and tracer particles provided
valuable quantitative information about the flow pattern and its basic properties. The rapid devel-
opment of optical methods, lasers and finally digital imagery layered the foundation for the
development of several new quantitative full field measuring techniques. For example Particle
Tracking and Particle Image Velocimetry (see Grant 1994). Tracer methods arose from optical 
image analysis. Optical methods are usually inapplicable in most instances in volume solidification
due to the opaqueness of the media e.g. metals and semiconductor crystals. However, it is note-
worthy that the principles of quantitative flow image analysis are applicable to other than optical
visualization methods, for example ultrasound, X-ray, NMR or infrared.

. Flow visualization can be enhanced by addition of some small
particles called tracers, whose paths within the flow provide basic information about flow struc-
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ture. The tracers are selected on the basis of a compromise between their visibility and their ability
to follow the flow. The quantitative interpretation of bulk flow observations is usually difficult.
Hence, tracers are usually followed within some small ñarea of interestò by ñcuttingò the flow with
a thin, well-defined plane of light (ñlight sheetò). Observing the plane from some angle, typically
perpendicularly, only tracers within the light plane are visible. This basic visualization technique,
called ñlight sheetò illumination, also happens to be the most convenient illumination method for
particle tracking and velocimetry.

One of the biggest problems associated with flow visualization (and limitation of tracer meth-
ods) is the selection of a suitable seeding, the particles or inclusions responsible for detecting the
fluid motion. A requirement of the seeding is that it has no motion relative to the fluid. This means
that it has to be neutrally buoyant and its characteristic dimensions small enough to follow local
flow acceleration. Using a simple models of hydrodynamic interactions, the limitation for particle 
diameter is dictated by p . Here pd rtm /182 < rmt ,,  denote flow field relaxation time, viscos-
ity, and particle density respectively.  The buoyancy effects must be negligibly small thought
sufficient to negate settling velocity, hence the particle diameter and fluid ï particle density differ-
ence and must fulfil similar criterion, , in which V is the local flow velocity
component in the vertical direction. The dimension of particles of the seeding should, on the other
hand, be large enough to be detectable by optical methods. In practice this means that the diameter
should be larger than several micrometers. For very bright objects it is possible to record diffrac-
tion patterns using smaller particles (e.g. small air bubbles in liquid and fluorescent tracers).
Seeding concentration is another issue and to avoid any effect on the flow pattern, concentration
by volume must be very low (below 1%). This condition is usually easily satisfied, as high concen-
trations of the seeding are also counterproductive for recording methods.  Ensuring the uniform
concentration of tracers throughout the medium is a requirement not easily fulfilled. Residual
particle ï flow interactions usually cause redistribution; agglomeration in some regions and deple-
tion in others. This can be highly problematic when dealing with complicated flow configurations
and seeding may need to be done in very careful doses. The most commonly used seeding parti-
cles for liquids are latex or polystyrene spheres of a diameter between 1 and 50 micrometers. The
use of thermochromic liquid crystals was found to be useful in experiments concerned with ther-
mally driven flows. The typical diameter of such particles is between 20 and 50 micrometers, their
density is close to that of water and they are easily visible when following the flow for typical
thermal convection experiments.
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Selection of a light source depends on the visualization technique to be used. For classical visu-
alization volume illumination is sometimes used. Here diffused light from a standard light source
is sufficient and bright particles are observed against a dark background. Backlight illumination
using a parallel light beam is sometimes more convenient for particle tracking. Tracer particles are 
reproduced as black dots clearly visible on bright images and easy to identify by typical image
processing software. Such illumination does, however, exclude multi-exposure of a single image, a
technique very useful in digital recording.

Particle image velocimetry requires a well-defined plane of illumination, in which two or three
components of the tracer velocity are evaluated. The quality of the light plane, i.e. uniform illumi-
nation intensity and small depth is an important deciding factor when it comes to the accuracy of
the velocity evaluation. Lasers are commonly used to create light sheets because of their ability to
emit monochromatic light with high energy density. Laser light can easily be bundled into a very
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thin light sheet. Constant output lasers are common for flow visualization. The economic helium-
neon (He-Ne) laser generating red light of a wavelength 633nm and power between 1 and 10mW 
can be useful for illuminating small flow fields. More powerful are argon-ion (Ar+) lasers which 
output green-blue light at wavelengths 514nm and 488nm and up to 100W. The intensity of light 
emitted by Ar+ lasers is high enough to illuminate large areas or to form short light pulses using 
electro-optical choppers. For better temporal resolution pulsed lasers are required, typically 10mJ 
to 1J per single pulse. The most widely used are ruby (Ru) and neodim (Nd:Yag) lasers. The first 
generates red light with wavelength of 694nm and can generate sequence of pulses over period of 
1ms, the time duration of each pulse being of the order of about 30ns. The Nd:Yag lasers are 
available as tandems generating two 532nm wavelength light pulses within a time interval as short 
as 10ns.  This facilitates the study of very fast flows in a large volume or micro-flows at consid-
erably enlarged magnifications. 

Monochromatic laser is an appropriate and easy solution for most visualization experiments, al-
though there are cases where white light is required. One such case is the use of thermochromic 
liquid crystal tracers, where the colour of light refracted by TLC tracers indicates liquid tempera-
ture. A strong and relatively easily made light source is that produced by a linear halogen lamp 
with a tungsten filament spanning a 100-150mm tube. In our laboratory 1000W lamps with an 
additional air cooler and filament preheating circuit were used. High-energy xenon discharge 
lamps are employed for short illumination times. Such lamps consist of a 150mm long tube con-
nected to a battery of condensers and can deliver as much as 1kJ of energy during a 1ms pulse. 
Repetition of the light pulses is relatively slow (several seconds). The total thermal load and con-
denser charging time are both factors limiting the repetition rate. In practice, two sets of 
condensers with an electronic switch can be used to allow two light pulses to be emitted from the 
same tube within approximately 200ms. The basic acquisition configuration in our laboratory is 
shown in Fig. 3.  

The recording system is an important element in any tracer based measuring technique. Using a 
charged coupled device (CCD), an image can be stored directly in digital form, then numerically 
analysed. A typical CCD is a metal-oxide semiconductor composed of a two-dimensional array of 
closely spaced independent, light sensitive sensors, called pixels. The spatial resolution of the 
CCD recording is determined by the pixel dimension (usually 5 to 10mm) and the number of pixels 
in the sensor array. A standard CCD camera typically consists of a 768 x 572 pixel array, while 
high-resolution sensors may contain 5000 x 7000 pixels. By far the greatest handicap of CCD 
sensors is their refresh time i.e. image recording speed. This limitation is due to the charge read-
out characteristics of the device. Increasing the transfer speed of photon-induced charges above a 
typical limit of 10 to 30Mpixels/s deprecates the signal quality, rapidly decreasing the signal to 
noise ratio. Hence, the frame rate of most commercially available cameras is limited to that of 
standard video i.e. 25 or 30 frame/s. Special CCD constructions that permit the acquisition of 
limited sequences of low-resolution images with frame rates up to 40000 images/s do, however, 
exist.  In some applications, for example particle image velocimetry, two successive images are all 
that is necessary. Most standard CCDs fortunately have the ability to acquire two successive im-
ages within a very short time interval, a so-called straddle exposure. The first image is exposed on 
the CCD just before it is transferred to internal memory and the second one immediately after. 
Using the straddle exposure the time interval between both acquisitions can be as short as 200ns, 
but the next pair of images can be acquired after normal timing period.  
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a b

Figure 3. (a) - Acquisition system with CCD camera and light sheet illumination used for studying natu-
ral convection; (b) - two-camera system used for particle tracking in convective motion for a differentially
heated, cube-shaped cavity

Electrical signals produced by each pixel of a CCD sensor are converted to a digital format and
saved in the computer for future image analysis. The more professional CCD cameras, sometimes
called digital CCD cameras, use an internal analogue-digital converter to provide a digital signal in
8 to 16 bit format, for monochrome images, and 24 bit format for signals containing RGB colours.
The internal analogue-digital converter is matched to CCD characteristics so as to obtain optimum
image quality. Special imaging boards (frame grabbers) are, however, necessary to acquire, dis-
play and archive such signals. Popular cameras, especially those having standard video format,
deliver an interlaced analogue signal, which can easily be displayed on a television monitor.  The
analogue signal is acquired, than converted by a frame grabber to a digital format, before being
stored and numerical processed. Quality of the digital image depends on the analogue-digital con-
version procedure, and is impaired by low quality frame grabbers. Common causes of errors are
conversion noise, conversion non-linearity and inaccurate timing (pixel position jitter). Another
important property of the frame grabber is its ability to acquire images in real time (i.e. synchronic
with the camera frame frequency) and to store them instantaneously to an on board memory or to a 
computer. The last solution is preferable as the computer memory (RAM) is easily expandable
allowing an increasing number of images acquired. It is possible to transfer 1GB of data, with a 
speed well above 100MB/s, to memory (RAM) using current Pentium technology. This amounts
to almost three hundred 16-bit, high-resolution images acquired at a rate of 30 frames/s.  The
image data must be transferred to the hard disk, before the next sequence can be acquired. The
transfer process can take several minutes, and statistical analysis of the flow properties based on
such images is therefore limited to relatively short (10s) bursts of data interrupted by save-to-disk
time.
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Particle Image Velocimetry. The basic concept and configuration of PIV is similar to that of a 
typical flow visualization (Raffel et al. 1998). The method is based on correlating parts of a se-
quence of  flow images to establish their differences arising due to the flow movement. In contrast
to the particle tracking method PIV does not search for single objects transported by the flow,
instead it follows whole clusters of tracers, dyed regions within the flow, or changes in illumina-
tion. The PIV method assigns an average value to local flow velocity. Optical methods were used
to correlate successive images, usually recorded on the same photographic plate (double exposure)
in pioneering days of PIV. In recent times, pairs or short sequences of digital imagery, are numeri-
cally correlated by the computer to establish any local displacements caused by the motion of the
flow, and this is sometimes specified by adding the adjective ñdigitalò to the particle image ve-
locimetry nomenclature (DPIV).  The larger the amount of images in computer memory, the more
detailed the study of transient flow behaviour becomes possible. It enables spatially resolved
measurements of the instantaneous flow velocity in a minimal time and the detection of both large
and small scale structures in the flow (Westerweel 1993). The use of PIV is very attractive in
computational fluid dynamics (CFD), as the full field experimental data obtained in this way is 
more suitable to validating numerical simulations than the point measurements more commonly
used in the past.

PIV evaluation requires two images, not necessarily two separate frames. Using single frame
(double exposed) images the method can easily be adopted for high speed flows. The general trend
is, nonetheless, to avoid the technical complications and ambiguity of single frame vector evalua-
tions. In this work, we limit ourselves to PIV techniques based on pairs or longer sequences of
images containing singly exposed images of the flow.

PIV analysis is based on the simple cross-correlation formula which can be stated as

( ) ( ) (ä ä
-

=

-

=

++Ö=
1

0

1

0
21 ,,,

M

i

N

j
yjxiIjiIyxR )

for two arrays of pixels, where, the variables I1 and I2 are intensity values of the image arrays.

The whole image is divided into a regular mesh to sections, each demarcating a small interroga-
tion area in a typical PIV evaluation procedure. Taking two small image arrays and manipulating
the above summations we arrive to a cross-correlation function which describes the probability of
matching the two arrays by means of an overlay. For each choice of sample shift, (x, y), the sum of
the product of all overlapping pixel intensities produces one cross-correlation value R(x,y). The
maximum of the correlation function corresponds to the statistically most probable shift to achieve
a best match. This shift, or in terms of the flow displacement, gives the statistical local velocity
vector when divided by known time interval between the two images. Clearly, it is necessary to 
run the cross-correlation operator over the whole image to obtain a full velocity field. It requires
repeating the above summations and multiplications as much as a billion times per image, a com-
putationally expensive procedure. An alternative procedure based on Fourier transforms is
therefore more commonly used. Theoretical work on periodic signal analysis reveals that the
cross-correlation of two signals is equivalent to the product a Fourier transform of the template
signal with the complex conjugate Fourier transform of the correlated signal. Replacement of the
correlation summations with Fourier transforms does not improve evaluation efficiency in itself,
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however, Fourier transforms facilitate the use of Fast Fourier Transforms (FFT) giving rise to 
vastly more efficient algorithms. Instead of O(N2) computational operations the correlation process 
requires only O[Nlog2N] operations as a result of the introduction of fast Fourier transforms.  

The FFT representation of the correlation function does have some drawbacks. The Fourier 
transform is an integral over an infinite domain and a discrete Fourier transform is, consequently,  
an infinite sum. Computing the transform over finite domains is justified only if the signal is peri-
odic in all directions. Several methods are used to filter abrupt jump in the data from, artefacts 
arising from the use of finite image arrays. The application of Fourier transforms requires signals 
in the frequency domain; images of tracer particles produce a sequence of intensity peaks, which  
favour such analysis. The FFT gives much worse results when applied to images obtained from 
diffused visualization methods, like smoke, dye or intensity fluctuations. In such cases classical 
cross-correlation or other, similar image processing methods are more appropriate (Quenot et al. 
1998, Gui & Merzkirch 1996, 2000).  

Another drawback of standard PIV analysis has its origins in the interrogation window, i.e. in 
the principle of evaluating a cross-correlation function for a fixed sub-array of the full image. A 
full vector field is obtained by the use a moving step-by-step interrogation window across the 
whole image. Correct dimension assigned for this sub-array is crucial for the accuracy and dynam-
ics of the evaluated velocity field (Westerweel et al. 1997).  Although the spatial resolution 
increases with a diminished interrogation window, its minimum size is limited by two factors. 
Firstly, a sufficient number of tracers must be present in the interrogation window, otherwise the 
FFT based procedure fails to work properly due to poor statistics. Therefore, only windows larger 
than 16x16 pixels are used in practice. Secondly, the dimension of the interrogation window limits 
the maximum detectable displacement. Displacements only smaller than about half the window 
size can be detected. Hence, large windows are advisable for the velocity measurements when the 
dynamics has to be increased. Finding a compromise is not possible without some additional pro-
cedure. If the flow is relatively slow, a simple solution is to take short sequences of images 
acquired at suitably selected intervals. The cross-correlation analysis performed between different 
images of the sequence allows to preserve the accuracy for both the low and high velocity flow 
regions. Post-processing is necessary to combine the sequence of flow fields with the one with 
improved parameters. Hart (1998) proposed another solution. In this approach high-resolution 
analysis is achieved by the iterative use of local correlation results. The interrogation area is di-
vided into smaller areas after standard, large window PIV correlation analysis, and each sub-
divided region is re-interrogated in the same manner, except that the second window is shifted by a 
displacement determined by the previous correlation (offset).  Subdivision and re-interrogation is 
repeated until the size of the interrogation area attains a minimum (can be as small as the size of 
the individual particle-image size). The method works fine for smooth velocity fields. However, 
large velocity gradients lead to a false estimation of the initial window offset and subsequent 
evaluations with smaller windows completely degrade the vector field in this region.  

Pre-processing and post-processing plays an important role for PIV as images are often less than 
ideal. They contain noise arising from the acquisition procedure, illumination in the image plane is 
never perfectly uniform, both wall reflections and the scattering properties of the seeding vary 
according to the illumination angle. Sever intensity differences between light pulses are also fre-
quent when using laser or flash lamp illumination. These effects all can ruin PIV evaluation 
procedure and FFT based evaluation is particularly sensitive to image quality. Various image 
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processing methods can be used to improve contrast and achieve uniform illumination by auto-
matically analysing intensity histograms for each image of the correlated sequence and modifying 
them accordingly. Using direct cross-correlation (or a similar algebraic method), the adjustment of  
the intensity of each subsection effectively removes non-uniformity in the illumination of the im-
age. A good contrast of images of the tracers is important for FFT based evaluation. To improve 
their visibility contour detection filters are sometimes used. Experience, nonetheless, shows that 
such procedures can sometimes result inversely. It is authorôs experience that the use of local 
thresholding filter favourable enhances PIV images, allowing for the extraction of particle images  
from non-uniformly illuminated backgrounds. The resulting images have almost uniform intensity, 
particlesô shape is clearer and the bright areas which may be attributed to reflections are filtered 
out. 

Identification and precise evaluation of the correlation peak location is crucial to the PIV proc-
ess. The correlation values exist only for integral shifts since image data is discretised. By using 
interpolated intensity values and simply doubling the size of the analysed interrogation array, the 
accuracy of the evaluation improves to 0.5pixel. Irregular peak shapes with a double or triple 
hump form are frequently observed due to non-ideal processing conditions and a simple search for 
the maximum value may lead to large errors. A variety of methods for improving the estimation of 
the correlation peak location have been proposed. A simple and robust method to find location of 
the peak maximum is to fit the correlation data to some function. Parabolic peak approximation is 
by far the simplest and fastest procedure. The best fitting paraboloid is obtained by taking the peak 
value, and four or eight adjoining values of the correlation function. A Gaussian peak fit is slightly 
more accurate but also more tedious. Since peak approximation methods use more than one point 
in evaluating the peak shape, there is statistical improvement in the estimation of the peak location 
involving fractions of a pixel. The best values reported in the literature for the spatial resolution 
are close to 0.1 pixel.  

PIV processing results usually need additional post processing. Correlation based PIV evalua-
tion inevitable leads to spurious vectors due to its statistical character and the detection of spurious 
vectors involves a variety of approaches, or combination thereof. Some indications of the quality 
of the vector results can be obtained by analysing the correlation function. The detection of odd 
behaviour in the correlation function in some regions can lead one to critically evaluate certain 
vectors, either removing or interpolating them. A variety of interpolation techniques can be ap-
plied to smooth the PIV velocity field, most of them are already well-known to image processing. 
An adaptive procedure must normally be used as the number of spurious vectors can vary depend-
ing on the locality. It selects the degree of interpolation according to the number of removed 
vectors and additional constrains supplied (e.g. maximum gradients, maximum velocity). A simple 
median filter or two-dimensional smoothing interpolation can be applied locally and used to re-
move points deviating in excess of some predefined threshold, based on the assumption of a 
smooth velocity field.  In instances where the proportion of removed vectors is high, values of the 
surrounding vectors can bias the interpolation and lead to false results. It is useful therefore to 
include some additional information pertaining to the vector field, if such information is known. If 
the flow can, for example, be assumed to be two-dimensional, the evaluated vector field must 
satisfy the continuity equation. The velocity at the walls bounding the flow field should diminish 
asymptotically.  
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Three-dimensional velocity field measurements. Fluid flow is, generally speaking, always three-
dimensional. It is, nevertheless, common to analyse two-dimensional projections due to the limita-
tion imposed both numerically and experimentally. In many cases the out-of-plane velocity 
component cannot, however, be neglected as it plays an important role in both overall mass and 
heat transfer. Real time three-dimensional velocity measurements are non-elementary. Holo-
graphic PIV could probably be deemed the most promising method for the recovery of full 
volumetric information about tracer locations in the flow using a single illumination shot. But 
development of holographic PIV is still at an infant stage and the apparatus is complicated and 
difficult to arrange. The stereo-PIV technique is much simpler and available commercially. It 
employs two standard PIV cameras to observe the flow in a illuminated plane. The third compo-
nent of tracersô motion can be recovered using parallax (Raffel et al. 1998). It should be stressed, 
nevertheless, that the three-dimensional information gathered in this way still only pertains to the 
cross-section of the flow in the illuminating light sheet.  A full description of the flow requires 
multi-plane illumination.  

It is possible to make use of tomographic methods which employ ultrasound sensors, or mag-
netic resonance (NMR) to resolve three-dimensional flows. The accuracy of results unfortunately 
does not justify the effort and costs of the techniques.  

Particle tracking methods are usually three-dimensional if more then one camera is used. Three-
dimensional particle tracks are consequently reconstructed and the three-components of the tracer 
velocity evaluated (Englemann et al. 1998). Typical limitations of the method arising from particle 
density give rise to a very sparse velocity field. Particles also due to hydrodynamic interactions 
prefer some regions of the flow, whereas other are rarely visited. From statistical point of view 
such a description of the flow is strongly biased (Yarin et al. 1996).  

Figure 3b gives an example of experimental arrangement for three-dimensional particle tracking. 
It employs two cameras oriented perpendicularly through the investigated cavity (Bartels-Lehnhoff 
1991, Hiller et al. 1992, Mitgau et al. 1994). Bright field illumination is used with help of two 
light-emitting diodes. Tracers are visible in each pair of images as black dots on a white back-
ground. Evaluation of the tracersô position can be simplified by automatic subtraction of the 
ñzeroò image (the image without particles). Any non-homogeneities arising from the optical chan-
nel are automatically removed in this manner and only moving objects are detected. 

Although three-dimensional data acquisition is challenging, most of the two-dimensional meth-
ods using a light sheet can be relatively easy adapted to obtain volumetric information, providing 
the flow relaxation time is sufficient. This is accomplished by scanning the flow area with a mov-
ing light sheet. In practice, a system of rotating mirrors or mechanical shift of the analysed 
enclosure is used. The method is the simplest to use in the case of relatively slow natural convec-
tion or solidification (typical for the laboratory scale experiments), and has been successfully 
applied in experiments on natural convention during the freezing of water (Kowalewski & Cybul-
ski 1996, 1997).  

Liquid Crystals Thermography. Liquid crystals are highly anisotropic fluids, existing between 
the boundaries of the solid and the conventional, isotropic liquid phase. Liquid crystals tempera-
ture visualisation is based on the refraction of particular colours (light wavelengths) at specific 
temperatures and viewing angle by some cholesteric and chiral-nematic liquid crystal materials 
(Straley 1994). Normally clear, or slightly milky in appearance, thermochromic liquid crystals 
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appear to change their colour to red in response to increase of temperature, followed by yellow, 
green, blue, violet, finally turning colourless again at higher temperatures. In this way liquid crys-
tals used as temperature indicators modify incident white light and display colour of a wavelength 
which can be associated to temperature. Thermochromic liquid crystals can be painted on a sur-
face (Hai & Hollingsworth et al. 1996, Sabatino et al. 2000, Preisner et al. 2001) or suspended in 
the fluid to render the temperature distribution visible (Hiller & Kowalewski 1987, Dabiri & 
Gharib 1991). Application of TLC tracers facilitates instantaneous temperature and velocity fields 
measurements in a two-dimensional cross-section of the flow. It is a unique method of combining 
full field temperature and velocity measurements. The colour is red at the low temperature margin 
of the colour-play interval and blue at the high end. The particular colour-temperature interval 
depends on TLC composition. It can be selected for intervals of about 0.5oC to 20oC and associ-
ated with temperatures of -30oC to above 100oC. These colour changes are reversible providing 
the TLCs are not physically or chemically damaged. They can consequently be accurately cali-
brated and used as precision indicators of temperature. The colour play range must obviously be 
selected to match the temperature variation of the problem in question. Pure liquid crystal materi-
als are thick, greasy liquids, which are difficult to handle under conventional heat transfer 
laboratory conditions. TLCs are also sensitive to mechanical stress. A micro-encapsulation proc-
ess, enclosing small quantities of liquid crystal material in transparent, polymeric capsules, was 
developed to solve problems with sensitivity to stress and chemical deterioration.  

In the past liquid crystals have been extensively applied in the qualitative visualisation of entire, 
either steady state, or transient temperature fields on solid surfaces. Since quantifying colour is a 
difficult and somewhat ambiguous task, application of thermochromic liquid crystals was initially 
largely qualitative. Application of the colour films or interference filters was tedious and inaccu-
rate. Quantitative and fast temperature measurements were only brought about with the adoption 
of the CCD colour camera and digital image processing. The rapid development of  hardware and 
software image processing techniques has made the use of inexpensive systems, capable of real-
time, transient, full field temperature measurements using TLCs  possible (Hiller et al. 1990, 1993, 
Koch 1993, Park et al. 2001). By disseminating the liquid crystal material throughout the flow, 
TLCs become not only classical tracers for flow visualisation, but simultaneously, minute ther-
mometers monitoring local fluid temperature. The typical diameter of TLC tracers is 50mm. With 
the density close to that of water, TLC tracers are well conveyed in liquid flows. The response 
time of the TLC material is between 3 and 10ms, sufficiently fast for most typical thermal prob-
lems in fluids. A collimated white light source is required to illuminate selected cross-sections of 
the flow (light sheet technique) and colour images are acquired by a camera oriented perpendicular 
to it.  

While tracer colour is intended to indicate temperature distribution of the liquid,  the observed 
colour can also depend on the angle of observation. The authorôs investigations have shown that 
this relation is linear with a 10o change of angle being equivalent to a 0.07oC change in tempera-
ture (Hiller et al. 1988). It is therefore vitally important that the angle between the illuminated 
plane (light sheet plane) and the camera is fixed and the viewing angle of the lens is small. In a 
typical experiment, the flow is observed at 90o using a 50mm lens and a 1/3ô sensor (i.e. the cam-
era-viewing angle was smaller than 4o).

Temperature measurements using TLC are based on the colour analysis of images and needs  a 
appropriate calibration. The best measure of colour would be a spectral analysis of refracted light. 
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In earlier investigations, sets of interferometric filters were applied to analyse the variation in light 
intensity, recorded by black & white video camera. The development of digital imagery has led to 
the acquisitions of ready pre-processed information by colour video camera. Colour video cameras 
split light into three basic colours components: red, green and blue (RGB). This process is known 
as trichromic decomposition. Each of the three colour components is usually recorded as a sepa-
rate 8-bit intensity image. Numerous methods of subtracting colour information from a trichromic 
RGB signal exist. The most straightforward is to convert the RGB trichromic decomposition to 
another trichromic decomposition based on hue (colour value), saturation and intensity (HSI). 
Such decomposition is extremely common in image analysis and also serves as a natural means of 
converting colour images to their black & white representation. Classical conversion of a RGB 
colour space to an HSI decomposition is based on three simple relations. Light intensity (or
brightness) is defined as the sum of its three primary components. The saturation represents colour 
purity, i.e. the relative value of the reminder after subtracting the amount of colourless (white) 
light. The hue relates to the dominant colour and is usually obtained from the algebraic or trigo-
nometric relation between the two dominant primary colours. Temperature is determined by 
relating hue to a temperature calibration function. This is the most critical stage of TLC based 
thermography. Light refracted by TLC is not monochromatic, even if the observed sample has a 
uniform temperature. Colour depends on observation angle, scattering properties of the tracers, the 
colour and refractive index of the liquid and may also vary with the size of the tracers. Additional 
factors, like the colour of the light source, the colour transmission properties of the acquisition 
system, as well as reflected and ambient light. The observed colour may also depend on light in-
tensity. Very careful calibration is therefore necessary to obtain quantitative information. The 
calibration procedure is performed with an identical experimental arrangement to that used for 
measurements. The difference is that the bulk temperature of the liquid containing the suspended 
tracers must be extremely uniform and well defined. This is achieved by keeping the experimental 
cell at a constant temperature and continuously mixing the liquid with a magnetic stirrer. The cell 
temperature is gradually adjusted by small increments (usually with 0.3oC steps), and several se-
quences of images are acquired for future processing. An area of about 50 x 50 pixels in the 
vicinity to the temperature sensor is extracted from each image. Hue evaluation is performed for 
each pixel, under constraints of minimum and maximum pixel intensity and minimum saturation. 
ñGoodò pixels are used to build a hue matrix, which is smoothed using a 5x5 median followed by 
a low pass filter. An average hue value is then calculated for each image and used as a reference 
point for the calibration procedure. The procedure is repeated for several images over the TLCôs 
full colour range. It is accomplished by fitting polynomial with variable degree. Outliers are re-
moved from a preliminary fit to obtain a smooth temperature-hue function. The accuracy of the 
measured temperature depends on the colour (hue) value as a direct consequence of the non-
linearity of the curve. The relative error varies from 3% to 10%, and is based on the temperature 
range defined by the TLCs colour-play limits. For the TLCs used in our experiments (TM Merck), 
an absolute accuracy of 0.15oC results for low temperatures (red-green colour range) and 0.5oC for 
high temperatures (blue colour range). The most sensitive colour region is the transition from red 
to green, which occurs over a temperature change less than one degree Celsius. The same experi-
ment can be repeated using different types of TLCs to improve the accuracy of temperature 
measurements. The combined measurements cover an extended temperature range, although the 
method is tedious and requires easy repetition of the experiment.  



194 T. A. Kowalewski

The application of TLCs to phase change problems bears additional experimental constrains. 
The phase change temperature must be well defined within the investigated temperature range. 
Hence, a proper selection of the TLC material becomes crucial. In addition, the solidus surface 
produces strong light scattering and reflections., which can generate unexpected colour shifts, 
image distortions in regions adjacent to the phase front. These must all be accounted in the calibra-
tion procedure. 

In addition to being temperature indicators, TLC tracers are well suited to a seeding role in any 
visualization experiment, particularly particle image velocimetry. Typical PIV images, correlation-
ready, are obtained by converting the colour images to intensity component and applying the usual 
contrast enhancement procedure. An additional advantage of TLCs is their almost complete trans-
parency to diffused light. Hence, it is much easier to observe particles deep within the flow. Their 
major drawback is that the intensity of scattered light strongly decreases in regions where local 
fluid temperature is out of the TLCs colour variation range.   

3.   Examples of investigated problems 
3.1 Particle tracking 

Particle tracking is a extremely useful in validating computer simulations of flow. While numeri-
cally generated streamlines allow detailed analysis of flow structures, comparison with observed 
particle tracks provides the most reliable code verification. Some examples of the application of a 
particle tracking system to natural convection studies are shown below. Several images were re-
corded at intervals and added to the computer memory to obtain a general view of the flow pattern. 
The resulting images are similar to multiple exposures, showing both the flow direction as well as 
its structure. Only a limited number of two-dimensional projections of the particle tracks can be 
acquired in this way. Better elucidation of three-dimensional flow structures is possible using a 
stereoscopic observation of the particle paths.  

A special procedure has been developed for this purpose, which allows the detection and auto-
matic tracking of particles suspended in the flow medium. Two CCD cameras, each integrated 
with an identical frame grabber installed in a single personal computer, capture the images. A few, 
almost nearly neutrally buoyant tracers of a diameter of about 150mm are observed against a bright 
background from two perpendicular directions. The identification of particles followed by auto-
matic data evaluation and storage enabled experiments to continue unattended over periods as long 
as several days. 

Effect of thermal boundary conditions. The general approach to thermal boundary conditions 
(TBC) imposed on the limiting boundaries of a computational domain is very pragmatic. Idealiza-
tions like adiabatic, isothermal or imposed heat flux are widely accepted due to inevitable lack of 
detailed information. It is certainly not efficient to extend the solution domain to calculate all ef-
fects of the surrounding environment on the investigated flow. This would entail unnecessary 
complication. In fact some heat transfer problems appear not to suffer from TBC model simplifica-
tions, but it seems worth to sum up some of the possible consequences.  

Our observations suggest that TBC imposed at the non-isothermal walls may effectively modify 
the three-dimensional flow structure (Hiller et al. 1990). The main flow pattern in the differentially 
heated cavity is predictable for most investigated case, and can be calculated by way of simple 2-D
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modelling of the symmetry plane. The 3-D modelling does, however, become more sensitive to
TBC, away from the symmetry plane. A good example of these TBC effects can be found in the
standard Ădouble glazingò problem for a cube-shaped cavity. The flow pattern at the symmetry
plane has one or two vortex-like rings, transporting fluid back and forth between isothermal walls.
This flow is crucial to the overall heat transfer, is predictable and rather insensitive to TBC at the
thermally passive walls. The 3-D flow structure consists in one or two spiralling motions, respon-
sible for cross-flow from front and back walls to the cavity centre, in addition to the main
recirculation.

Centre cross-section Close to the front wall

Figure 4. Multiexposed photographs of liquid crystal tracers in the convective flow in the differentially
heated cubic cavity; the centre plane cross-section z=0.5 (left) and the front wall z=0.95 (right); Pr=6300,
Ra=8.104. Effect of thermal boundary conditions at side-walls - merging of the spiralling structure.

It is worth noting that numerical simulation using simple adiabatic TBC for the sidewalls, is gen-
erally in agreement with the velocity and temperature fields measured at the symmetry plane. This
agreement deteriorates progressively as the front or back wall is approached  (the nominally adia-
batic, vertical walls of the cavity). Both the isotherms and the flow structure differ from those
predicted by simulation (Hiller et al. 1990). The temperature field at side walls is characterized by
larger horizontal gradients to non-adiabatic conditions existing there. For single convective cell
system (low Rayleigh number), the axis becomes shifted towards one of the isothermal walls. The
straight inner spiral arising in a numerical model for an adiabatic TBC, in reality, has its ends
curved towards the hot wall. For the two-cell system, only one spiral initially reaches the front and
back wall (Fig. 4). The two-cell flow structure forms characteristic ñcats eyesò in the symmetry
plane, and apparently merge midway between the centre and side walls. Several numerical investi-
gations have explored this phenomenon. It appears that the shape and location of the merging
region, as well as the direction and pitch of the inner spirals are extremely sensitive to TBC at all 
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non-isothermal walls. As a result the estimation of the proper TBC for the given experiment be-
comes a non-trivial task, especially for the two-cell system.

a b           c           d

Figure 5. Particle tracks: a, b - measured, c, d - calculated using TBC from experiment; Ra=4.104,
Pr=1180. Isometric and top views of the cavity.

The process of defining an explicitly measured temperature distribution for all four non-isothermal
walls replaced the trial-and-error method first used to fit the TBC (Hiller et al. 1992, Leonardi et
al. 1999).  Figure 5 shows a comparison between observed particle tracks and streamlines calcu-
lated with the experimentally defined wall temperatures. The direction and the pitch of the
calculated spirals correlate well with those measured. The improvement indicated the need to 
modify the numerical model, i.e. the necessity for the 3-D modelling of heat transport through, and
along, non-isothermal walls.

Particle accumulation and segregation in recirculating flow. The experimental investigation of
the particle tracks usually helps us to determine whether an observed flow, is the same as one
predicted by numerical simulation. New problems may also arise when particles are carried by
flow. A physical particle has a finite size, mass and buoyancy. Hence, the residual hydrodynamic
and gravitational forces acting on the particles may effect their distribution within the flow. Such
redistribution of inclusions is also an important issue for purity in the quality of multi component
melts during solidification. The experiment performed for simple convective flow in a differen-
tially heated cavity demonstrates how apparently neutral particles aggregated after sufficient time.
This occurs as a result of the cumulative effects of the periodic hydrodynamic interactions. Figure
6 shows the distribution of particles in the cavity after 100 hours and two weeks. The flow was
initially uniformly seeded with an almost neutrally buoyant population of relatively large
(0.35mm) particles. The recirculating convective flow field combined with the settling velocity
traps most of particles in some flow regions, causing the rest of the cavity to become particle free.
After about 100 hours one can identify a large ring of accumulated particles and a smaller, inner,
ring structure. After two weeks almost all particles were confined to a small orbit on the left
(warmer) side of the cavity.
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a b

Figure 6. Isometric view of observed distribution of particles in a differentially heated cubic cavity after
100h (a) and two weeks (b); Ra=105. Only the front half of the cubic cavity is displayed.

Visualization of supercooling. Most of the investigations involving solidification assume iso-
thermal conditions at the phase change boundary and temperatures above freezing point for the
liquid phase. It is, however, well known that usually supercooling of the fluid usually precedes the
phase change. Water of standard purity will normally, for example, supercool to about -5oC or -
7oC before ice nucleation appears. It may retard the solidification process significantly. Freezing
of the supercooled water results furthermore in the formation of a dendritic ice structure, which
modifies the heat flux from the cooling wall. Thus, a better understanding of the role of supercool-
ing in the solidification process seems necessary. The accurate modelling of  supercooling is a 
non-trivial task. Supercooling depends on the purity of the fluid, concentration of the nucleation
sites, the cooling rate, and sometimes even the cooling history. The theoretical prediction of the
nucleation parameters is highly inaccurate. It is also not easy to extract quantitative information on
the basis of empirical data only.

Our experiments with freezing water indicated that, in most cases, distilled water cools to about
-7oC before phase change begins. The supercooled layer of liquid appears at the cold wall in the
lid-cooled cavity. Its presence modifies the onset of convection. After cooling the lid for about
60s, the first ice layer, approximately 1mm thick, is observed. It propagates abruptly across the lid
wall surface with a horizontal growth rate of approximately 40mm/s, several orders of magnitude
faster than the subsequent thickening of the ice layer. In the differentially heated cavity, the ob-
served effects of supercooling were even more dramatic, qualitatively changing the onset of
freezing.  In the cavity filled with warm water of 10oC, sudden cooling of the side wall to -10oC
generated an instantaneous counter-clockwise vortex and an upward convection of the supercooled
fluid. Figure 7 shows the supercooling using particle tracking. Colour images of liquid crystal
tracers clearly indicate the presence of supercooled water along the wall (comp. Fig. 13a). During
the first 40 to 60s, this supercooled water plum can cover a third of the upper surface before sud-
den freezing occurs. Within the next 10-15s, clockwise convective melting of excessive ice at the
lid restores the regular plane propagation of the ice front. It would seem that supercooling changes
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the initial circulation inside the cavity. The resulting heat transfer differs from that occurring in the
standard situation. The initial ice layer also has a milky dendritic structure due to the supercooling.

Thermal conductivity of this non-homogeneous layer deviates from that of the pure solidus. Nei-
ther supercooling nor imperfections on the ice block were present in the numerical model. These
may be the reasons for the difficulties encountered in achieving agreement between numerical and
experimental data (Kowalewski & Rebow 1999, Banaszek et al. 1999).

60s             180s              420s

Figure 7. Supercooling of water freezing in differentially heated cubic cavity: Tc= -10oC, Th= 10oC.
Particle tracks by superposition of 20 images in the computer memory; Freezing experiment starts from
developed convection.

Figure 8. Natural convection beneath the ice surface. Particle tracks observed (left) and calculated (right)
at the vertical centre plane. Lid-cooled cavity, Th=20oC, Tc= -10oC.

Particle tracks under the ice crystal. A comparison of the measured and predicted ice-water
interface and the associated flow structures in the lid cooled cubic cavity can be viewed in Fig-
ure 8. A primary cell carries hot fluid up the wall to the ice interface, resulting in the recession of
the outer edges of this interface. The water in the centre of the cavity then flows down. Just below
the ice, in the centre of the cavity, small counter-rotating secondary flows are established due to 
the extreme density of the water around this region. This recirculation region plays an important
role in limiting heat transfer through the thermal boundary layer at the ice surface. It is noteworthy
that such a small region is practically invisible, in both the experimental and numerical velocity
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fields. Only experimentally observed particle tracks allowed discovery of this density anomaly
effects, which was confirmed afterwards by numerical tracks (Abegg et al. 1994).

a b c d

Figure 9. Lid cooled cavity, effect of TBC at side walls on pattern selection. (a, b) ï particle tracking,  top 
view underneath the lid; (c, d) - isometric view for numerical tracks.  High conducting glass walls corre-
spond to cases (a, c), low conducting Plexiglas walls to (b, d).

Flow pattern selection for a lid-cooled cavity. Flow visualization performed in a lid-cooled
cavity using particle tracking shows the existence of a complex spiralling structure transporting
fluid up along the side walls and down in a central cold plume along the cavity axis (Abegg et al.
1994). For walls of high heat conductivity (glass), eight symmetric cells formed in the flow. For
Plexiglas walls, additional small regions of recirculation appeared separating the main cells. Al-
though the computational results obtained for idealized, 1-D TBC confirmed the eight-fold
symmetry of the temperature and flow fields observed experimentally, their orientation was differ-
ent (Abegg et al. 1994). Moreover, the isotherms were evidently shifted to higher values. Serious
discrepancies in the temperature distribution at the horizontal cross-section were observed.

The heat flux was modified step-wise, over several simulations for the 1-D TBC model to give
better agreement with the measured temperature profiles. It was found that such agreement could
be obtained by assuming nearly twice as much heat flux through the sidewalls as the nominal value
calculated from the physical characteristics of the sidewalls (Leonardi et al 1999). This suggests
that the heat flux along the sidewalls, neglected in the simple 1-D TBC model, effectively in-
creases the heat transfer from the surrounding medium. The difference between the observed and
calculated flow patterns remained even after such seemingly arbitrary modification of the TBC.
The calculated streamlines, starting in the diagonal symmetry plane, consequently spiralled in the
opposite direction of that observed in experiments. TBC could not be properly modelled using an
1-D of heat flux, especially, for 8mm thick Plexiglas walls. Physically it is indeed possible for a
flow pattern with an opposite sense to develop one that spirals inwards at the central plane and
outwards at the diagonal plane. Only a slight modification of the TBC therefore modifies the flow
pattern and can be observed by replacing sidewalls of low conductivity Plexiglas with thin glass
(Leonardi et al. 1999).

Numerical simulations performed of both cases, using the 3-D model for wall heat conductivity,
corroborated the TBC triggering mechanism for the flow pattern. The inclusion of sidewalls in the
computational domain along with solving the coupled fluid-solid heat conduction problem im-
proved the agreement with the observed flow pattern. The observed temperature distribution as
well as its symmetry were fully recoverable from the numerical results. It was only as a result of
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the use of both the experimental and numerical methods that the underlying fine mechanisms of
the thermal flow were fully understood (Fig. 9).

3.2 Temperature visualization

Flow pattern selection for lid-cooled cavity. Liquid crystal tracers were used to investigate the
temperature field beneath the lid for a cubic cavity. Both the temperature field and the star-like
grooving of the ice surface indicate the eight-fold symmetry of the flow. Colour variation of TLC-
seeded flow images taken directly under the lid (Fig. 10a,b) indicate a disparity in flow structure
by differences observed in temperature pattern for low conducting Plexiglas sidewalls (Fig. 10a)
and for well conducting glass walls (Fig. 10b). It appears that only a slight change of thermal
boundary conditions at the sidewalls can modify the flow pattern.

An interesting example of the temperature pattern observed in the cylindrical cavity is shown in
Fig. 10c. Despite the cylindrical symmetry, azimuthal flow structures appear, dividing the flow
domain into regular sequence of 16-18 radially spiralling cells. This phenomenon was recently
confirmed by numerical simulations (Gelgat et al. 1999). Experimental evidence of this flow
symmetry-breaking was only possible with the help of TLC visualisation methods. These struc-
tures remain while the phase change is taking place. Characteristic star-like grooves in the ice
surface growing at the lid follow the temperature field.

a b c

Figure 10. Natural convection in the lid cooled cavities. Temperature distribution recorded with help of
TLC directly under the cooled top wall. Effect of the walls properties on the flow structure visible in the
temperature fields: (a) - Plexiglas walls, (b) - glass walls, (c) - cylindrical glass cavity

Temperature distribution in lid cooled cylinder, comparing DSPI and TLC. Flow visualisa-
tion performed in lid-cooled cubic cavity shows a central cold jet along the cavity axis. Figures 11
displays temperature distribution obtained by tomographic reconstruction from DSPI images (Fig.
11b), and using thermochromic liquid crystals (Fig. 11c) (Soeller 1994). 


